
 Booster Pump Kit 
 Installa�on Instruc�ons 

 Installa�on 
 1.  Screw the two elbows into the booster pump 
 2.  Connect the wiring as illustrated above 
 3.  Turn your RO Supply / Feed Water off 
 4.  Cut the tubing and install the components as illustrated in the diagrams below 

 a.  make sure the cuts are clean and square with no burrs 
 b.  insert tubing fully into the quick connect fi�ngs 

 5.  Product water line can be connected to a float valve, an electric solenoid or a ball 
 valve. 

 6.  Turn water back on and check for leaks. DO NOT operate if leaking! Any leakages 
 must be fixed before proceeding. 

 7.  If the water is on and the system is not leaking, plug in the power adapter. The 
 booster pump should turn on at this point. Adjust the water pressure to 75-80 PSI 
 for best performance. 

 -  To adjust  water pressure, first loosen the collar at the top of the pump. Once losen, a 6mm allen 
 wrench can be used to turn the adjustment screw to dial in the water pressure. Once adjusted to the 
 desired level, re-�ghten the collar. (fig.1) 

 8.  Once the water level is reached in your reservoir or your ball valve / solenoid is 
 turned off, the high-pressure sensor should shut off the booster pump and the 
 water flow. 

 -  The preset pressure sensi�vity works well for most installa�ons. If you find that the booster pump 
 does not shut off a�er your auto-shut-off valve has ac�vated, your ball valve / solenoid has turned off, 
 or your float has reached the top level, it may be necessary to adjust the sensi�vity by adjus�ng the 
 small screw on the switch. (fig.2) 

 ★  Note  - if you shut off the water supply, you  must  unplug the booster pump. Failure to do so will 
 damage the booster pump. 
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 Warranty 
 AquaFX warranty covers the Booster Pump Kit for one year. AquaFX systems are designed for use with potable water 
 supplies ONLY. 

 Warranty begins at the �me of product registra�on, and must be registered within 10 days of the date of purchase. 
 Warranty covers the repair or replacement of the defec�ve part(s) and does not cover the replacement of the en�re kit. 
 Shipping charges are not covered by the warranty. This warranty is void if the equipment is not installed and operated 
 according to instruc�ons. It does not apply to damage caused by abuse, accident, neglect, freezing or other abnormal 
 condi�ons beyond the company’s control. 
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